
CENEX #2  DIESEL FUEL TYPICAL SPECIFICATIONS 
 

 
 

LOW SULFUR #2 
ULTRA LOW SULFUR #2 

 
 

PHYSICAL PROPERTIES     TYPICAL ANALYSIS 
 
FUEL TYPE             Low Sulfur #2    Ultra Low Sulfur #2 
API GRAVITY             36   36 
LBS/GAL                7.0  7.0 
FLASH POINT, F.           125            125 
DISTILLATION, F. 
 INITIAL BOILING  POINT        365            366 
 50% RECOVERY          500            491 
 90% RECOVERY, F     572-672        595            610  
 END POINT           650            643 
POUR POINT, F.               0    0   
CLOUD POINT, F.             14  14 
CFPP, F              12             12 
VISCOSITY @ 40C. cSt            2.5                       3.1 
SULFUR, PPM                                    500  15   
CETANE NUMBER                                    40             40 
COLOR            RED or UNDYED    RED or UNDYED      
WATER & SEDIMENT            NIL            NIL   
COPPER STRIP CORROSION @ 122F.                      1A                      1A 
ASH, % WT              NIL            NIL 
LUBRICITY BY HFRR,  MICRON                      520            520   
        
 
* Values listed above represent typical properties. These values may vary between 
terminal locations.   


